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EU DECLARATION OF CONFORMITY  

DIRECTIVE 2014/68/EU “PED” 

PRESSURE EQUIPMENT: 

Family  Series  Sizes  Pressure rating  Pressure  Temperature Category  Materials  Fluid 

DIN 
Fig. 150 
& 151 

DN 15 / DN 100 

PN 16 
Max 16 bar 
Min 0 bar 

Max 200 ºC 
Min ‐10 ºC 

SEP 

Grey Cast Iron 

Group 1 (dangerous) 
Phase Gas 

DN 125 / DN 200  I 
Limited to Group 1 

(dangerous) 
Phase Liquid 

*Group 1 consisting of substances and mixtures, as defined in point 7 and 8 of Regulation (EC) Nº 1272/2008, that are classified as hazardous in accordance with 
the following physical or health hazards classes laid down in Parts 2 and 3 of Annex I. Suitable for Group I fluids includes Group 2 fluids (non‐hazardous). 

 

ICP VALVES S.A.U DECLARES THAT: 

The referred ball valves, classified as pressure accessories, have been designed and manufactured in accordance with the 
requirements of the Pressure Equipment Directive 2014/68/EU and are in conformity with national implementing 
legislation. 

This declaration of conformity is issued under the sole responsibility of the manufacturer. 

 

ASSESMENT OF CONFORMITY PROCEDURE FOLLOWED 

Fig. 150 & 151 DN 100 & lower: Equipment classified according to table 2 in Annex II as Category SEP, CE marking must not 
be affixed due to PED but yes due to ATEX (*). 

Fig. 150 & 151 DN 125 & bigger: Equipment classified according to table 2 in Annex II as Category I, Module A, CE marking 
affixed. 

 

Notified Body which carried out the inspection: Do not required. 

 

The object of the declaration described above is in conformity with the relevant Union harmonization 
legislation:  

Basics standards apply EN 19, EN 558‐1, EN 1561, DIN 3357, DIN 3840, DIN 3840 PN16, DIN 2501, DIN 3202 F4 (DN15/DN100), 
DIN 3202 F5 (DN125/DN200), MSS SP 55, DIN 3230 / BS 6755 Part 1 / ISO 5208 / NF E 29‐203, DIN 3337 / ISO EN 5211. For 
specific standards of each figure type, please see ICP datasheets. 

 

OTHER DIRECTIVES THAT APPLY TO THIS PRODUCT     

*ATEX Directive 2014/34/EU – For material category SEP according PED, CE marking will be affixed due to the fulfilment of 
ATEX Directive. 

 

NOTE: When the JC Ball valve assemble accessories which require submittal to other Directives they will be labelled with CE 
mark and to the Declaration of Conformity of JC will be joined the declaration of Conformity of manufacturer of accessory.  

Sant Boi (Barcelona) Spain 
July 02nd, 2021 
Cesar Abarca 

CEO of Organization     
 

 

 


