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Connecting diagram 0302-0-1008
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Max. speed analog input
0-10V (Variable resistance)

potentiometer

R (min. 1K )

1-10kHz
 input

frequency
PWM

10k
PWM

L2

PE

DC Out max 10mA

CONTROL OPTIONS (some examples of customer's circuit) :

WARNING:
- Before opening connection box switch off electric power!
- Dangeorus voltages, capacitor discharge time 5min!
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NOTE:
Please read user's guide for more instructions
about control options, configuration possibilities of IO 
terminals and before putting the fan into operation.

AK
AK

6
2

max 5mA

R 
(m

in
. 1

K
)

NOTE:
Please read additional instructions about  
HIDRIA EC MOD-BUS Parameters and
about control options.
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L3
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FUSE 3 x 
max. 16A type B

PE

Leakage current exceeds 3.5mA!
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NOTE:
Alarm relay contact
OPEN on ERROR.
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Terminal
No.

Designation Factory default 
HARDWARE 
function assigned

Factory default 
SOFTWARE 
function assigned

1 IO1 Digital input (active high), SELV 

2 IO3 Analog output 0-10V, SELV Actual speed

3 10V DC voltage +10V, SELV

4 IO2 Analog input 0-10V/PWM, SELV Speed reference

5 COM Common reference (minus), SELV

6 RSA RS485 interface RSA, SELV

7 RSB RS485 interface RSB, SELV

8 COM Common reference (minus), SELV

9 RSA RS485 interface RSA, SELV

10 RSB RS485 interface RSB, SELV

Terminal
No.

Designation Secondary 
available programable
functions: 

1 IO1 - Digital input (active low), SELV
- Analog input 0-10V/PWM, SELV

2 IO3 - Digital input (active high), SELV
- Digital input (active low), SELV
- PWM input, SELV
- Tacho output, SELV 

3 10V
4 IO2 - Digital input (active high), SELV

5 GND
6 RSA
7 RSB
8 GND
9 RSA
10 RSB
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